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CASSETTE PER CONTATORI GAS
BOXES FOR GAS METER

A RICHIESTA
❏ VERNICIATA BIANCA

❏ INOX
❏ RAME

UPON REQUEST:
❏ WHITE PAINTING

❏ STAINLESS STEEL
❏ COPPER

CASSETTE IN LAMIERA ZINCATA MONTATE
ASSEMBLED BOXES IN ZINCKED PLATE

SPORTELLI DA INCASSO IN LAMIERA ZINCATA
SETTING DOORS IN ZINCKED PLATE

CASSETTE IN LAMIERA ZINCATA SMONTATE 
DISASSEMBLED BOXES IN ZINCKED PLATE

PANNELLO POSTERIORE 
BACK DOOR

Cod. H L P

CZMN453025 45 30 25

CZMN453525 45 35 25

CZMN503025 50 30 25

CZMN504025 50 40 25

CZMN554025 55 40 25

CZMN604025 60 40 25

CZMN704025 70 40 25

CZMN605025 60 50 25

Cod. H L P

CZSN453025 45 30 25

CZSN453525 45 35 25

CZSN503025 50 30 25

CZSN504025 50 40 25

CZSN554025 55 40 25

CZSN604025 60 40 25

CZSN704025 70 40 25

CZSN605025 60 50 25

NB: Quantità minima per misura 50pz / Minimum quantity 50 pz

Cod. H L

PPN4530 45 30

PPN4535 45 35

PPN5030 50 30

PPN5040 50 40

PPN5540 55 40

PPN6040 60 40

PPN7040 70 40

PPN6050 60 50

Cod. H L

SIZN4530 45 30

SIZN4535 45 35

SIZN5030 50 30

SIZN5040 50 40

SIZN5540 55 40

SIZN6040 60 40

SIZN7040 70 40

SIZN6050 60 50
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CASSETTE PER CONTATORI GAS 
BOXES FOR GAS METER 

 
 

Cod. H L P 

CZMU553030 55 30 30 

CZMU554030 55 40 30 

CZMU704030 70 40 30 

CZMU705030 70 50 30 

Cod. H L 

SIZU5530 55 30 

SIZU5540 55 40 

SIZU7040 70 40 

SIZU7050 70 50 

Cod. H L P 

CZV553030 55 30 30 

CZV554030 55 40 30 

CZV704030 70 40 30 

CZV705030 70 50 30 

Cod. H L 

SZV5530 55 30 

SZV5540 55 40 

SZV7040 70 40 

SZV7050 70 50 

CASSETTE IN LAMIERA ZINCATA 
BOXES IN ZINCKED PLATE 

CASSETTE PER CONTATORI GAS CON SPORTELLO IN VETRORESINA 
GAS METER BOX WITH FIBERGLASS UV-PROOF DOOR 

SPORTELLO DA INCASSO IN LAMIERA ZINCATA 
SETTING DOORS IN ZINCKED PLATE 

SPORTELLO DA INCASSO IN VETRORESINA CON CORNICE IN ACCIAIO ZINCATO 
FIBERGLASS UV-PROOF DOOR WITH ZINCKED STEEL FRAME 

Conformi a UNI 9036:2015 

Caratteristiche: 
 Sportello in vetroresina trattato anti UV,

telaio e struttura in lamiera zincata
 Fornita in kit di montaggio, racchiusa in

pratico termoretraibile
 Lamierato con spessore 8/10” e sistema

antitaglio interno
 Sportello in vetroresina con spessore

10/10”
 Serratura con chiave
 Pannello posteriore fornito a parte

Features: 
 Fiberglass UV-proof door for gas

meter with galvanized steel
frame chassis and structure

 Supplied in assembling kit, this
optimizes the storage space

 Metal sheet 8/10” thick and cut-
resistant internal system

 Fiberglass door 10/10” thick
 Key lock
 Rear panel supplied separately

Conformi a UNI 9036:2015 


